
FEATURES

APPLICATIONS

The Remote DP Sensor is the ideal solution for highly accurate
measurement of low differential pressure in cleanroom
environments, hospitals, laboratories, and the pharmaceutical
industry. The Remote DP Sensor is suitable for air as well as non-
flammable and non-aggressive gases. 

The Remote DP Sensor offers ± 0.5 Pa accuracy over the entire measurement
range. The measured data is available on the analog voltage and current
outputs. 

The enclosure is IP65/NEMA, protecting the electronics against construction
site damage and pollution.
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Maintenance free piezoresistive silicon ceramic sensor
Independent Analog Outputs for each sensor
High accuracy, ±0.25 %FSS
Operating voltages AC 24 V or DC 15...35 V
Calibrated and temperature compensated measurements 
Output types: 0-10 Vdc, 4-20 mA, 0-5 Vdc, 2-10 Vdc, 1-5 Vdc
Simple and fast mounting
Display option
Modbus/RS485 option
2 Relay option
Buzzer option 

HVAC supply or extract air measuring
Monitoring filters and controlling fans 
Check air flow 
Measuring very low differential pressures 
Cleanroom applications
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T E C H N I C A L   D A T A S H E E T RemoteDP

DP-Dual DP-Single

Model

Power Supply AC 24V (± 5%), 50-60 Hz; DC 15…35 V

Power Consumption < 1.5 W

Current Output 4…20 mA, maximum 500 Ω

Voltage Output
0…5 Vdc,  minimum 1 000 Ω
 0…10 Vdc, minimum 1 000 Ω

Relay Output max. rating 1 A @ 220 Vac

Operating Temperature
Operating Temperature: -25…+70 °C
Storage Temperature: -30…+85 °C

Accuracy ±0.25 %FSS

Working Pressure 37 500 pascal

Protection IP54 or NEMA 3S IP65 or NEMA 4

EMC Directive EN 61326-1

CE Conformity CE 2020-3 CE 2021-3

Dimensions 113.0 × 96.0 × 38.0 mm 151 × 85 × 50 mm

Weight basic: 120 gr; full option: 157 gr basic: 168 gr; full featured: 205 gr


